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TEREX HI-RANGER RMX75 TRACKED BUCKET
75’ NON-OVERCENTER MATERIAL HANDLING AERIAL DEVICE

ON PRINOTH PANTHER T-12 CRAWLER CARRIER
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SPECS

RMX 75

75 FT MATERIAL HANDLER

NON-COMPENSATED BOOM / CONTINUOUS ROTATION

2-MAN ROTATING BUCKET WITH 700 LB CAPACITY

SIDE MOUNTED HYDRAULIC JIB AND WINCH W/ 2,000 LB CAPACITY

TWO SETS OF RADIAL OUTRIGGERS

30,000 LB HYDRAULIC WINCH ON FRONT OF MACHINE

NO WIDTH OR HEIGHT PERMIT REQUIRED

PRINOTH T12

ENGINE: CATERPILLAR C7.1 ACERT / 250 HP / TIER 4 FINAL EMISSION

6.2 MPH (UNLOADED)

HST TRANSMISSION SYSTEM WITH HST + EMERGENCY BRAKE

21” GROUND CLEARANCE / 29.6” TRACK WIDTH

ENCLOSED SINGLE CAB WITH AC / HEAT

*Custom Truck One Source reserves the right to change the specification of any unit at any time without prior notice. This brochure is only a statement of general 
specifications on the date of this publication.

888-925-0858
www.customtruck.com

ASK ABOUT THE CUSTOMIZED AND FLEXIBLE LEASING & FINANCING SOLUTIONS AVAILABLE FROM CUSTOM TRUCK CAPITAL


